
Cabezal interruptor selector de
llave, 3 posiciones, Ø 22mm, negro
ZB4BG07

Principal
Gama de producto Harmony XB4

Tipo de Producto o Componente Cabezal para selector de llave

Nombre Corto del Dispositivo ZB4

Material del bisel Metal negro

Diámetro de montaje 22 mm

Tipo de cabezal Estándar

Se vende en cantidades
indivisibles

1

Forma del cabezal de unidad de
señalización

Redondo

Perfil del operador Negro Interruptor de llave

Tipo de operador Sostenido

Información posición operador 3 posiciones de +/- 45°

Tipo de cerradura con llave Tecla 455

Posición de retirada de tecla En cualquier posición

Complementario
Anchura total CAD 29 mm

Altura total CAD 29 mm

Profundidad total CAD 72 mm

peso del producto 0.098 kg

Resistencia a lavadoras de alta
presión

7000000 Pa en55 °C, distancia:0.1 M

Endurancia mecánica 1000000 Ciclos

Código de composición eléctrica C3 para <6 contactos usoÚnico bloques enMontaje frontal
C4 para <6 contactos usoSimple y doble bloques enMontaje frontal
C5 para <5 contactos usoÚnico bloques enMontaje frontal
C6 para <5 contactos usoSimple y doble bloques enMontaje frontal
C7 para <4 contactos usoÚnico bloques enMontaje frontal
C8 para <4 contactos usoSimple y doble bloques enMontaje frontal
C11 para <3 contactos usoÚnico bloques enMontaje frontal

Presentación del dispositivo Elemento básico

Entorno
Tratamiento de Protección TH

Temperatura ambiente de
almacenamiento

-40…70 °C

Temperatura ambiente de
funcionamiento

-40…70 °C

Ficha técnica del producto
Especificaciones
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Este es un precio de lista. Para conocer el precio de venta consulta con tu distribuidor
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Categoría de sobretensión Clase I conforming to IEC 60536

Grado de protección IP IP66 acorde aIEC 60529
IP67
IP69
IP69K

Enclosure Type UL type 4X/13

Normas EN/IEC 60947-5-4
UL 508
CSA C22.2 No 14
EN/IEC 60947-1
EN/IEC 60947-5-5
GB 14048.5
EN/IEC 60947-5-1

Certificaciones de Producto CSA
DNV
BV
LROS (Lloyds registro de envío)
Registrado por UL

Resistencia a las vibraciones 5 gn (f= 2…500 Hz) conforming to IEC 60068-2-6

Resistencia a los golpes 30 gn(duración18 ms) paraAceleración de media onda sinusoidal acorde aIEC
60068-2-27
50 gn(duración11 ms) paraAceleración de media onda sinusoidal acorde aIEC
60068-2-27

Unidades de embalaje
Tipo de unidad de paquete 1 PCE

Número de unidades en empaque 1

Paquete 1 Altura 8.8 cm

Paquete 1 Ancho 3.4 cm

Paquete 1 Longitud 5.4 cm

Peso del empaque (Lbs) 69.0 g

Garantía contractual
Garantía (en meses) 18
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Environmental Data

Schneider Electric se propone lograr el estatus de cero neto para el año 2050 mediante asociaciones de la cadena de suministro,

materiales de menor impacto y circularidad a través de nuestra campaña en curso "Use Better, Use Longer, Use Again" para extender la

vida útil del producto y la capacidad de reciclaje.

Explicación de los Environmental Data

Cómo evaluamos la sostenibilidad de los productos

Huella ambiental

Ciclo de vida total Huella de carbono 0.9 kg CO2 eq.

Huella de carbono de la fase de fabricación [A1 a A3] 0.6 kg CO2 eq.

Huella de carbono de la fase de distribución [A4] 0 kg CO2 eq.

Huella de carbono de la fase de instalación [A5] 0 kg CO2 eq.

Huella de carbono de la fase de uso [B2, B3, B4, B6] 0 kg CO2 eq.

Huella de carbono de la fase de fin de vida [C1 a C4] 0.2 kg CO2 eq.

Perfil Ambiental del Producto (PEP) Perfil ambiental del producto

Use Better

Materiales y embalaje

Paquete con tarjeta de reciclaje No

Embalaje sin plástico No

Número SCIP F28cb399-1b6a-409d-ac7b-4169e47b25c8

Directiva RoHS de la UE Cumple Con La Exención​

Reglamento REACh La referencia contiene SVHC sobre el umbral

Use Longer

Extensión de por vida

Repare No

Use Again

Nueva empaque y refabricación

Perfil de circularidad Información de fin de vida útil

Recuperación NA
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https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/environmental-data-program/
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/pe/es/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2308006EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2308006EN
https://download.se.com/files?p_Doc_Ref=ZB4BG07_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=ZB4BG07_ROHS_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=ZB4BG07_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=ZB4BG07_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2308006EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2308006EN


Dimensions Drawings

Dimensions

Ficha técnica del
producto

ZB4BG07
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Mounting and Clearance

Panel Cut-out for Pushbuttons, Switches and Pilot Lights (Finished Holes, Ready for
Installation)

Connection by Screw Clamp Terminals or Plug-in Connectors or
on Printed Circuit Board

Connection by Faston Connectors

(1) Diameter on finished panel or support
(2) 40 mm min. / 1.57 in. min.
(3) 30 mm min. / 1.18 in. min.

(4) Ø 22.5 mm / 0.89 in. recommended (Ø 22.3 mm 0
+0.4 / 0.88 in. 0

+0.016)

(5) 45 mm min. / 1.78 in. min.
(6) 32 mm min. / 1.26 in. min.
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Pushbuttons, Switches and Pilot Lights for Printed Circuit Board Connection

Panel Cut-outs (Viewed from Installer’s Side)

A: 30 mm min. / 1.18 in. min.
B: 40 mm min. / 1.57 in. min.

Printed Circuit Board Cut-outs (Viewed from Electrical Block Side)
Dimensions in mm

A: 30 mm min.
B: 40 mm min.
Dimensions in in.

Ficha técnica del
producto
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A: 1.18 in. min.
B: 1.57 in. min.

General Tolerances of  the Panel and Printed Circuit Board
The cumulative tolerance must not exceed 0.3 mm / 0.012 in: T1 + T2 = 0.3 mm max.

Installation Precautions

Minimum thickness of circuit board: 1.6 mm / 0.06 in.
Cut-out diameter: 22.4 mm ± 0.1 / 0.88 in. ± 0.004

Orientation of body/fixing collar ZB4 BZ009: ± 2°30’ (excluding cut-outs marked a and b).
Tightening torque of screws ZBZ 006: 0.6 N.m (5.3 lbf.in) max.
Allow for one ZB4 BZ079 fixing collar/pillar and its fixing screws:

every 90 mm / 3.54 in. horizontally (X), and 120 mm / 4.72 in. vertically (Y).
with each selector switch head (ZB4 BD•, ZB4 BJ•, ZB4 BG•).

The fixing centers marked a and b are diagonally opposed and must align with those marked 4 and 5.

• 
• 
• 
• 
• 

◦ 
◦ 

Ficha técnica del
producto

ZB4BG07

18 jun. 2026 7



(1) Panel
(2) Printed circuit board

Mounting of  Adapter (Socket) ZBZ 01•

1 2 elongated holes for ZBZ 006 screw access
2 1 hole Ø 2.4 mm ± 0.05 / 0.09 in. ± 0.002 for centring adapter ZBZ 01•
3 8 × Ø 1.2 mm / 0.05 in. holes
4 1 hole Ø 2.9 mm ± 0.05 / 0.11 in. ± 0.002, for aligning the printed circuit board (with cut-out marked a)
5 1 elongated hole for aligning the printed circuit board (with cut-out marked b)
6 4 holes Ø 2.4 mm / 0.09 in. for clipping in adapter ZBZ 01•

Dimensions An + 18.1 relate to the Ø 2.4 mm ± 0.05 / 0.09 in. ± 0.002 holes for centring adapter ZBZ 01•.

• 
• 
• 
• 
• 
• 
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Technical Description

Electrical Composition Corresponding to Code C3
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Electrical Composition Corresponding to Code C4
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Electrical Composition Corresponding to Code C5
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Electrical Composition Corresponding to Code C6
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Electrical Composition Corresponding to Code C7
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Electrical Composition Corresponding to Code C8
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Electrical Composition Corresponding to Codes C9, C11, SF1 and SR1
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Legend

Single contact

Double contact

Light block

Possible location
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Sequence of  Contacts Fitted to 3-position Selector Switch Body

Position 315°

Push

Position

Top

Bottom

Location Left Centre Right

State 1 1 0

Contacts

N/O closed closed open

N/C open open closed

Position 0°

Push

Position

Top

Bottom

Location Left Centre Right

State 0 0 0

Contacts

N/O open open open

N/C closed closed closed

Position 45°

Ficha técnica del
producto
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Push

Position

Top

Bottom

Location Left Centre Right

State 0 1 1

Contacts

N/O open closed closed

N/C closed open open
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Technical Illustration

Dimensions
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